More LTMO Resources
1.
A Review of Emerging Sensor Technologies for Facilitating Long-Term Ground Water Monitoring of Volatile Organic Compounds
2.
Demonstration of Two Long-Term Groundwater Monitoring Optimization Approaches
3.
Final Comprehensive State Ground Water Protection Program Guidance, EPA 100-R-93-001, December 1992 

4.
Final Report: Pilot Region-Based Optimization Program for Fund-Lead Sites, EPA Region III
5.
Groundwater Monitoring Network Optimization, Frontier Hard Chrome Superfund Site, Vancouver, Washington
6.
Long-Term Groundwater Monitoring Optimization, Clare Water Supply Superfund Site, Permeable Reactive Barrier and Soil Remedy Areas, Clare, Michigan
7.
Long-Term Groundwater Monitoring Optimization, Clare Water Supply Superfund Site, StageRight Area, Clare, Michigan
8. 
Long-Term Monitoring Network Optimization Evaluation for Operable Unit 2, Bunker Hill Mining and Metallurgical Complex Superfund Site, Idaho
9.  
Long-Term Monitoring Network Optimization Evaluation for Wash King Laundry Superfund Site, Lake County, Michigan
10.
Long-Term Groundwater Monitoring Optimization, Newark, Muscoy, and Source Operable Units, Newmark Superfund Sites, San Bernardino, California
11.
Long-Term Groundwater Monitoring Optimization, Taylor Road Landfill Superfund Site, Seffner, Hillsborough County, Florida 

12.
MAROS – Monitoring and Remediation Optimization System
13.
NAVFAC Tech Data Sheet. SMART SITE – Cost Efficiencies in Remedial Action Operations and Long-Term Monitoring
14.
Proceedings from the Conference on Accelerating Site Closeout, Improving Performance, and Reducing Costs Through Optimization, June 15-17, 2004, Dallas, TX 
15.
Roadmap to Long-Term Monitoring Optimization
16.
U.S. Department of Defense Long-Term Monitoring Optimization Guide, Final Version 1.2
17.
Statistical Software ProUCL 4.0 for Environmental Applications For Data Sets with and without Nondetect Observations, U.S. EPA

